
- ÊÒÂáÅ¹áººµỐ µÑ§้ÀÒÂ¹Í¡
- à»Å×Í¡ªÑ¹้¹Í¡ PE ¼ÅÔµ¨Ò¡ÇÑÊ Ǿ¤Ø³ÀÒ¾ Ṍª¹Ố Ë¹Ò
  ·¹á´´ ·¹½¹ ÊṌ Ó
- à»Å×Í¡ªÑ¹้ã¹ PVC àË¹ÕÂÇá¢็§áÃ§áÂ¡ÊÒÂÍÍ¡¨Ò¡ÊÒÂä¿
- ·¹µ‹Í·Ø¡ÊÀÒ¾ÍÒ¡ÒÈ
- ¤ÇÒÁÂÒÇ 300 àÁµÃ
- à»š¹ÊÒÂáººÁÕÊÒÂä¿§‹ÒÂµ‹Í¡ÒÃµỐ µÑ§้ÃÐÂÐä¡ÅäÁ‹µŒÍ§à Ố¹
   ÊÒÂä¿à¾ÔÁ่ãËŒÂØ‹§ÂÒ¡
- ÊÒÂä¿¢¹Ò´ 0.5 mm.
- Double Jacket ËØŒÁ 2 ªÑ¹้
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Cat6 UTP Cable OutdoorCat6 Outdoor+Power CCA
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72.3
61.5
55.5
53.3
48.6
46.3
43.8
41.2
32.0
24.5

70.3
59.5
53.5
51.3
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41.8
39.2
30.0
22.5

200 29.0 18.0 39.8 37.8 21.8 18.8 10.8 8.8
250 32.8 17.3 38.3 36.3 19.8 16.8 5.5 3.5

TRANSMISSION CHARACTERISTICS meets or exceed ANSI/TIA-568-C.2

TECHNICAL DETAILS
• Mutual Capacitance: 5.6nF/100m nominal
• Characteristic Impedance: 100 Ω±15%
• Nominal Velocity of Propagation: 69%
• Conductor Resistance: < 9.38Ω/100m
• Resistance Unbalance: 5 % Max
• Capacitance Unbalance:  330pF/100m
• Delay Skew: < 45nS
• Bending Radius: : < 8 x Cable Diameter
       in mm at –20°C ± 1°C
• Pulling Force: :   11.5 Kgs
• Temperature Range: -20°to +70°C

SPECIFICATIONS
• 4 Pair UTP Cable
• Conductor Metal: Solid Bare Copper

• Color Code: Black
• Conductor Diameter: 0.560mm Nominal, 23 AWG
• Insulation Diameter: 1.14 Nominal,  Insulation Material: HD-PE
• Drain Wire: 26 AWG
• Jacket Material: Double sheath, PVC Inner Sheath, 
       UV PVC Outer Sheath
• Cable Diameter: 8.6mm  Nominal

Patented Design (US 5,969,295)
With Isolator™ separator

Flooding Compound

Outer Jacket:PE

23

Pair Insulation:
PE


